
301

303AM

304AW

347

86L 125

309S 310S 330

302B H126S

NM15 NM15M

8R10

316L

316N

317 317L 144MLK

185N 254N

255NM

74N64

75N

354N

155N

329J3L

302

304

316

301J1 301L

301N 301N1

631

630

304N2
18Cr-8Ni-0.1C

17Cr-7Ni 17Cr-7.5Ni-0.1C

18Cr-8Ni-0.18S

304SS 305
18Cr-8Ni 18Cr-12Ni-0.1C

304S3 XM7
18Cr-9Ni-0.5Cu 18Cr-9Ni-3.5Cu

304MK 304DJ
17Cr-7Ni-4Mn-2Cu 17Cr-7Ni-3Cu

19Cr-8Ni-0.5Mo-L/S-N

304L 304LN
18Cr-9Ni-L/C-N18Cr-9Ni-L/C

18Cr-9Ni-Nb

18Cr-9Ni-1Mo-3Cu

22Cr-13Ni

22Cr-10Ni-2.5Si-0.1C

16.5Cr-1.5Ni-15Mn-N

18Cr-12Ni-2.5Mo-L/C

18Cr-12Ni-2.5Mo-N

18Cr-12Ni-3.5Mo 18Cr-12Ni-3.5Mo-L/C 18Cr-16Ni-5Mo

20Cr-18Ni-6Mo-0.8Cu-N

255N
21Cr-25Ni-4.5Mo-1.6Cu

18Cr-15Ni-4Mo-3Cu-N

22Cr-5Ni-3Mo-L/C/N 25Cr-6Ni-3Mo-L/C/N 25Cr-7Ni-3.8Mo-0.27N

25Cr-7Ni-3.6Mo-0.6Cu-0.6W-0.3N

23Cr-25Ni-5.5Mo-N

20Cr-25Ni-6Mo-0.8Cu-N

254NM
21Cr-25Ni-6Mo-N

23Cr-35Ni-7.5Mo-N

19Cr-9Ni-1B

17Cr-4.5Ni-14.5Mn-N

19Cr-13Ni-3.5Si-1Cu
Resistance to carburization and nitriding

High hardness and corrosion resistance

Dew point corrosion resistance to sulfuric acid

25Cr-20Ni 15Cr-35Ni-0.1C

18Cr-13Ni-1Mo-3.5Si -2Cu

Deep drawing Deep drawing

High strength

17Cr-7Ni-L/C-N

17Cr-4Ni-4Cu-No

17Cr-7Ni-1Al

17Cr-7Ni-N
N

S

S

Cu

Cu

C

Ni

Si

Si

B

Cr, Ni Cr, Ni

C

Nb

Ni Nb

Cu, Nb

Al

18Cr-8Ni-N 18Cr-8Ni-N-Nb
Intergranular corrosion resistance and formality

Precipitation hardening

18C-8Ni

18Cr-12Ni-2.5Mo

General use

General use

C

High strength

Free Cutting

Formability

Weather resistance

Intergranular corrosion resistance

Stress corrosion cracking resistance

Intergranular corrosion resistance

Pitting corrosion resistance

Oxidation resistance

Non-magnet

High strength

Acid resistance

Formability

Duplex group

Neutral absorption

industry tools systematic layout 
of high stainless steel


